
[image: image1.wmf]
QUESTIONNAIRE
for Structural Assessment (SA) of Buildings and Structures.

	Item No.
	Question
	Answer

	1
	Name and address of the Company.
	

	2
	Name of the Director, Person in Charge, contact telephone numbers.


	

	3
	Full name of the Facility, working lines of the Facility or part thereof.


	

	4
	Year of construction and introduction of the building (structure).
	

	5
	1. Number of stories in the building (structure). 

2. Availability of substructure. 
3. For passageways, overpasses, hoppers, reservoirs, etc – availability of supports.
	

	6
	Perimeter width, length of the building (structure). In case of complex shape – by sections with the working lines specified.
	

	7
	Height of the building (structure):

1. By roof perimeter, from the finish ground floor level.

2. From the finish ground floor level to the bottom of roof decks (beams, bridge beams, Etc.) or to the bottom of lateral struts.
	

	8
	Height of building (structure) substructure from the cellar floor level to the finish ground floor level.
	

	9
	Structural material (bricks, concrete, metal, wood) of:

1. Basements.

2. Walls.
3. Roof (bridge) beams.

4. Bridgings.

5. Columns.

6. Crane beams.
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	10
	Available technical documentation:

1. Building (structure) certificate,

2. Set of drawings (KM, KMD, AR, KZh),

3. Observation books of the building (structure) maintenance service,

4. Work and designer supervision books of design organizations, as-built documentation.
5. Documents for structural repair in service.
	

	
	
	

	
	
	

	
	
	

	
	
	

	11
	Date of last assessment. Name of the inspecting company.

Date of start and completion of the planned assessment with production process suspended or non-suspended.
	

	12
	Buildings (structures) are erected:

1. Above mine openings.

2. On fill, subsiding, permanently frozen ground.

3. In flood areas.
4. With karstic or sliding phenomena.
Vibration and dynamic effects on building (structure) structural units (if due to equipment, specify type of equipment).
Building (structure) is equipped by cranes of secure class   7к, 8к.
Equipment or communications occupy more than 50% of floor area in the building (structure). 
Structural units are covered by facing tiles, facing plaster.
	

	13
	Building structural elements are in breakdown state (with damages and defects). % of the total volume of the structures under examination:

· to 25,

· from 26 to 50,

· from 51 to 75,

· exceeding 75.
	

	14
	Data on environmental aggressive effect on structural units (non-aggressive, low, medium, high level).
	

	15
	Building (structure) compartments have no lighting.
	

	16
	Individual light sources are required for examination of structural units.
	

	17
	Temperature and humidity conditions, t-C, W-%/
	

	18
	Available lifting equipment for elevated work (available scaffolding, ladders, access to travel crane structures).
	

	19
	Preliminary work to be performed by the Customer:

1. Breaking – closing of structural units
2. Digging of pits near the building footing.
	

	
	
	


We would ask you to fill this questionnaire and send it back to our Company by fax (343) 370-82-78 or via e-mail to ekat@gpi-e.ru .
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